OUTDOOR PHOTOMETRIC REPORT I /
CATALOG: LUMIN?RIA LED (ancu‘ tyBran ds

Manufacturer: INBRAX

Test #: Lite 118-03-2021 Mo
Test Lab: Intertek SCS :
Catalog: LUMIN?RIA LED Photo
Description: IN.LUM.EFC-150W-4000K Available
Lamp Output: 1 lamp, rated Lumens/lamp: 22045.6
Input Wattage: 147.01
Luminous Opening: Point
Max Cd: 8,753.7 at Horizontal: 80°, Vertical: 69.5°
CUTOFF CLASS: Cutoff
Roadway Class: MEDIUM, TYPE II
Efficiency: 100%
Polar Candela Isoilluminance
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Visual Photometric Tool 1.2.46 copyright 2022, Acuity Brands Lighting.

This Photometric report has been generated using methods recommended by the IESNA. Calculations are based on Photometric data provided
by the manufacturer, and the accuracy of this Photometric report is dependent on the accuracy of the data provided. End-user environment
and application (including, but not limited to, voltage variation and dirt accumulation) can cause actual Photometric performance to differ from
the performance calculated using the data provided by the manufacturer. This report is provided without warranty as to accuracy,
completeness, reliability or otherwise. In no event will Acuity Brands Lighting be responsible for any loss resulting from any use of this report.
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OUTDOOR PHOTOMETRIC REPORT

CATALOG: LUMIN?RIA LED

Zonal Lumen Summary

Zone

0-30  5,025.3
0-40  8,779.9
0-60 17,399.3

60-90  4,308.3
70-100 1,389.9
90-120  118.9

0-90 21,7075
90-180  338.4

0-180 22,046.0

Roadway Summary

Cutoff Classification:
Distribution:

Max Cd, 90 Deg Vert:
Max Cd, 80 to <90 Deg:

Downward Street Side

Downward House Side:

Downward Total

Upward Street Side:
Upward House Side:
Upward Total:

Total Lumens: 22,045.4
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Lumens % Lamp % Luminaire

22.8% 22.8%
39.8% 39.8%
78.9% 78.9%
19.5% 19.5%
6.3% 6.3%
0.5% 0.5%
98.5% 98.5%
1.5% 1.5%
100% 100%

CUTOFF

TYPE II, MEDIUM

41.6

748.1

Lumens % Lamp

©12,463.3 56.5%

9,243.8 41.9%

©21,707.1 98.5%

146.4 0.7%

192.0 0.9%

338.3 1.5%

100%

<SAcuityBrands

Lumens Per Zone

Zone
0-10

10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90

% Total
2.6%
7.7%
12.5%
17.0%
20.1%
19.0%
13.4%

5.7%

0.5%

Lumens

568.0
1,690.7
2,766.6
3,754.6
4,438.1
4,181.2
2,948.4
1,259.4

100.4

LCS Table
BUG Rating
Forward Light

Low(0-30):
Medium(30-60):
High(60-80):

Very High(80-90):

Back Light

Low(0-30):
Medium(30-60):
High(60-80):

Very High(80-90):

Uplight

Low(90-100):
High(100-180):

Trapped Light:

Zone Lumens % Total
90-100 300 0.1%
100-110 40.5 0.2%
110-120 48.4 0.2%
120-130 52.2  0.2%
130-140 51.6 0.2%
140-150 46.6 0.2%
150-160 370 0.2%
160-170 23.9 0.1%

170-180 82 0%

B4-U3-G3
Lumens Lumens %
2,715.8 12.3%
7,370.7 33.4%
2,332.8 10.6%

43.9 0.2%
2,310.1 10.5%
5,001.7 22.7%
1,875.6 8.5%

56.3 0.3%

30.0 0.1%

308.4 1.4%
0.2 0%
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OUTDOOR PHOTOMETRIC REPORT
CATALOG: LUMIN?RIA LED

<AcuityBrands.
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OUTDOOR PHOTOMETRIC REPORT

CATALOG: LUMIN?RIA LED

Candela Table - Type C
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